ALTERNATE INLET LOCATION

1-1/4" PVC EFFLUENT

RECIRCULATION LINE

AERATOR MOUNTING CASTING AND COVER

WITH FRESH AIR VENT ASSEMBLY

CHECK VALVE

4" DIAMETER INFLUENT LINE

REMOVABLE INSPECTION COVER

WITH CAST-IN-PLACE HANDLE

ALTERNATE INLET LOCATION

BIO-KINETIC® SYSTEM MOUNTING CASTING

ﬂ BIO-KINETIC® SYSTEM MOUNTING

CASTING AND COVER

A

|

=

NORWECO FRESH AIR VENT ASSEMBLY

SINGULAIR® AERATOR

AERATOR MOUNTING CASTING

UNDERGROUND POWER SUPPLY ENTRANCE

\ FORCE MAIN

HEAVY DUTY ACCESS COVER
WITH MOISTURE DRIP LIP

4" DIAMETER EFFLUENT LINE

GROUT OR SYNTHETIC SEAL

OPTIONAL BLUE CRYSTAL®

CHLORINATION SYSTEM

OPTIONAL BIO-NEUTRALIZER®

DECHLORINATION SYSTEM

BIO-KINETIC® SYSTEM

GROUT OR SYNTHETIC SEAL

4

1-1/4" PVC EFFLUENT
RECIRCULATION LINE

SAFETY / SERVICE
GUARD

PUMP LIFTING CABLE

COMPRESSION CLAMP

CAST-IN-PLACE PRETREATMENT

CHAMBER TRANSFER TEE

SUBMERGED TRANSFER PORT

PRETREATMENT CHAMBER

EXTENDED AERATION A

P

I

PR

ek oA e A

g

N

A TP |

SRTNE]
2 2%

ol
)

e

TN

7oA

= ¥ Ve
Sip e e eh e ey @0 S

CHAMBER

BIO-STATIC® SLUDGE RETURN

CAST-IN-PLACE AERATION

CHAMBER TRANSFER PORT

MODEL 960 SINGULAIR® SYSTEM

GENERAL NOTES:

SIMPLEX PUMP AND SINGULAIR®
AERATOR CONTROLS ARE REMOTELY
LOCATED AND REQUIRE SEPARATE
CIRCUIT BREAKERS.

ON DEEPER INSTALLATIONS, RISERS MUST
BE USED TO EXTEND ALL MOUNTING
CASTINGS TO GRADE.

WHEN ADDITIONAL HOLDING CAPACITY
IS REQUIRED, RING SECTIONS CAN BE
ADDED TO INCREASE THE DEPTH OF
THE PUMP BASIN.

DEPTH OF THE PUMP STATION INLET
INVERT IS ADJUSTABLE FROM 28 TO 34
INCHES BELOW GRADE WHEN USING A
STANDARD 4" DIAMETER EFFLUENT LINE.

DEPTH OF THE PUMP STATION OUTLET
INVERT IS ADJUSTABLE FROM 5 TO 9
INCHES OR FROM 26 TO 34 INCHES
BELOW GRADE WHEN USING A STANDARD
1-1/4" DIAMETER EFFLUENT DISCHARGE.

OTHER PUMP STATION APPLICATIONS
INCLUDE EFFLUENT LIFT, SAND FILTER
AND MOUND SYSTEM DOSING,
PRESSURE DOSING, SPRAY / DRIP
IRRIGATION, ETC.

PROJECT ENGINEER'S APPROVAL:

| (WE) HEREBY CERTIFY THAT THIS
DRAWING HAS BEEN CHECKED AND IS
APPROVED FOR USE IN CONFORMITY
WITH THE CONTRACT DOCUMENTS.

SUBMERSIBLE PUMP

DATE:
NAME:
R
CONTRACTOR'S CERTIFICATION:
— - GRADE | (WE) HEREBY CERTIFY THAT THIS
DRAWING HAS BEEN CHECKED AND IS
i APPROVED FOR USE IN CONFORMITY
T WITH THE CONTRACT DOCUMENTS.
ADJUSTMENT VALVE
DATE:
— 4
DISCONNECT NAME:
Al FITTING CRITICAL DIMENSIONS
PUMP BASIN 67" T
26" T
ALARM FLOAT 3-4%" 23"
(OPTIONAL) 2-0" 4-8"
2o
o
ON/ OFF FLOAT

2.8"

37"

2'.3"

FINAL CLARIFICATION CHAMBER

SIMPLEX
PUMP STATION

NOTE: PUMP STATION OUTLET
INVERT DIMENSION TO BE
FILLED IN PER INDIVIDUAL

JOB SITE SPECIFICATIONS.
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